GCBA-I Series Biomass Briquette Press

<table>
<thead>
<tr>
<th>Model</th>
<th>GCBA-I</th>
</tr>
</thead>
<tbody>
<tr>
<td>Output capacity kg/h</td>
<td>180-210 kg/h</td>
</tr>
<tr>
<td>Motor Power (kw)</td>
<td>15kw</td>
</tr>
<tr>
<td>Electric heater (kw)</td>
<td>6kw</td>
</tr>
<tr>
<td>Size of briquettes</td>
<td>Dia.50mm</td>
</tr>
<tr>
<td>Size of inside hole</td>
<td>Dia.16mm</td>
</tr>
<tr>
<td>Density of briquettes</td>
<td>1.3 g/cm3</td>
</tr>
<tr>
<td>Weight(kg)</td>
<td>585kg</td>
</tr>
<tr>
<td>Warranty</td>
<td>12 Months</td>
</tr>
<tr>
<td>Overall dimension(mm)</td>
<td>1700<em>750</em>1280 mm</td>
</tr>
</tbody>
</table>

Contact Us for Details >>

COMPANY NAME: Anyang General International Co., Ltd
PC: 455000

TEL: (86) 372 5965148
FAX: (86) 372 5951936
E-MAIL: info@charcoalbriquettepress.com